Comments:

· I talked with Phil and we want to move all the Smartboards together with no dry erase boards between them. Center them on the wall and put the dry erase on either side if room permits.
· If only one Smartboard initially it should be the one closest to the podium

· Project distance from wall – 10 feet to center of mounting pole

· Cable trays between all rooms

· Conduit to all outlets

· Electrical outlets (2-duplex) at each data/phone connection

· Wiring closets – all Cat5e/6 cable terminated on RJ45 punch block

· Two 4 inch empty conduits thru the commons area

· Rename phone closets to wiring closets

· Rename Computer Tech Office to ITS Division Office

· 100 pair Cat5e/6 cable between wiring closets

· 12 strand multimode fiber cable between wiring closets

· Specifications on cable, punch down blocks, face plates, etc. will come later.

· Wireless access point in three areas with 4 cate5e/6 and electrical
· Corner between Classroom 7, ITS Division Office, and Wiring closet

· Commons area

· Corner between Classroom 3, Art Lab, and Compresses Video/Computer Lab

· Smartboards are mounted 77 inches from floor to top of Smartboard and connection plate is placed just below the lower right corner of the Smart board. The center of the plate is 32 inches from the floor.

· Each projector is mounted with electrical and 4 data


· Two inch conduit connect the two projectors to a junction box in between them and then to the podium. There is also 2 inch conduit from the podium to each Smartboard

· UPS for server room 

· Covers both wiring closets and server room

· Need xxx KVA

· X

· Walkerduct under each podium
· No raceways on walls

